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New Function (with OA-2000 Ver.40) 

 

1. Surgeon Name 

Surgeon name was added to the exported “with numerical info” images. 

And a new tag “[SG_ID]” was added to the CSV data. 
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2. Barrett TrueK 

IOL calculation screen with the Barrett TrueK formula can be exported. 

“LF / Surgery type / pre-post K vaue” will be displayed on the “Lens Const.” 

box. 

And new tags were added to the CSV data.  

“[TRUEK_PARM_1or2_RorL]” or “[TORIC_TRUEK_PARM_1or2_RorL]” 
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3. Imaginary IOL calculation result 

In case IOL calculation result was imaginary, parameters on the exported 

image will be displayed in red.  

And new tags were added to the CSV data. 

“[IOL_IMAGINARY_1or2_RorL]” or “[TORIC_IOL_IMAGINARY_1to8_RorL]” 
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4. Statistics Screen Image 

“STATISTICS” can be selected on the OA-2000 individual setting for 

receiving/ exporting the statistics screen image. 
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New Function (with EM-4000 Ver.1M) 

 

1. New print out function via Data Transfer 

EM-4000 side 

Printout from printers connected to computer via Data Transfer software 

(after Ver.7N) is available.  

This is the same function as the OA-2000. (after Ver.3C) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Input IP address information of the computer.  

Paper size must be set by both EM-4000 and computer.  

(and printer if it has the function) 
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Data Transfer side 

An icon  will be displayed after upgrading the Data Transfer software to 

Ver.7N. 

Right click the icon and open the “DATAPrint” screen. 

 

 

 

Then you can select a printer which is connected to your computer. 

PDF file can be created by clicking “Create PDF file” and storage folder can be 

set as well. 

 

 

 

Bug Fixation (on DICOM export) 

 

1. Correction for Time Indication 

Data measured from “12:00 to 12:59” were converted to the DICOM file with 

wrong time indication “24:00 to 24:59”. 

This software bug was corrected by the version 7N. 
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